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Central frame alone 2 100 mm Swivelling link alone, swivelling with 2 frames

Modular components UNIVERSAL

Modular components TRYPTICAL

W 000 010 269 1.3 m length. W 000 010 270

1.7 m length. W 000 010 271

2.1 m length. W 000 010 272

With 4 castors

Swivelling link

Swivelling link Central frame Central frame

0.7 m length.

W 000 010 273

1.1 m length.

W 000 010 274

Strip’s handing hook 4 screens fitted
together with
swivelling links
could make a full
separation without
sealing:

= 4 x W 000 010 269 

+ 2 x W 000 010 272

+ Strips and hooks

W 000 010 238

Width Nb of Nb of
in meter strips curtains

0.7 3 1

1.1 5 1

1.3 6 1

1.7 8 2*

2.1 10 2

How to complete
the frames?

* take in account the total length of
the structure

• Central frame: length 1 900 mm, height 2 000 mm.
Catalogue n°: W 000 010 224

• Extension frame: length 1 900 mm, height 2 000 mm.
Catalogue n°: W 000 010 225

• Set of 2 swivelling support for 1/2 extension frame.
Catalogue n°: W 000 010 227 

• Set of 2 extension frames 800 mm.
Catalogue n°: W 000 010 226 

• Set of 2 castors spares, one with brakes.
Catalogue n°: W 000 010 497 

Swivelling
extension

1/2 extension frame 

See equipment:
curtains or strips
page 9-4 and 9-5

Central frame

See equipment:
curtains or strips
page 9-4 and 9-5

Accessories (for curtains and strips)
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Curtains and
heat resistant fabrics MO CERTIFICATE

Example of ETNA curtain

Example of VULCAIN curtain

Example of ETNA curtain

Example of VESUVIO curtain
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Curtains and
heat resistant fabrics

CHRONOS range is coated one face with polyurethane

VULCAIN range is made of glass fibre Thermo E coated with
flame retardant product on each side to increase the heat resistance
and the mechanical resistance. M0 certification.

VESUVIO range is a thermo E glass fabric with inorganic
coating on both side to increase temperature and mechanical
resistance. M0 certification.

ETNA range is made of glass fibre with high temperature resistance,
recommended for horizontal use.  Welding spatters can fall on the
ETNA fabric where it can cool down. Thermo E, M0 certification.

STROMBOLI range is made of Silicate fabrics with very high
temperature resistance. Recommended for horizontal or vertical
protection. M0 certification, treated with mineral coating to improve
its resistance to fraying and its abrasive resistance.

Temperature Name Dimensions Catalogue N° Thickness Weight Comments
(mm) (mm) g/m2

1 600 x 1 500 W 000 010 316 0.7 1.75
On request height 2 200 mm, 2 400 mm, 
2 800 mm, 3 000 mm. Delivery under 3 weeks

500 °C, 
VULCAIN

1 800 x 1 500 W 000 010 317 0.7 2
On request height 2 200 mm, 2 400 mm, 

peak at 600 °C
curtain 2 800 mm, 3 000 mm. Delivery under 3 weeks

2 000 x 1 500 W 000 010 318 0.7 2.2
On request height 2 200 mm, 2 400 mm, 
2 800 mm, 3 000 mm. Delivery under 3 weeks

1 000 x 2 000 W 000 274 163 0.7 0.68 Light welding - Vertical protection
2 000 x 2 000 W 000 274 164 0.7 0.68 One side polyurethane coated

500 °C, CHRONOS
2 000 x 3 000 W 000 274 165 0.7 0.68

On request width 1 000 mm 

peak at 550 °C
not hemmed < 25 m W 000 274 169

3 000 x 3 000 W 000 274 166 0.7 0.68
3 000 x 4 000 W 000 274 167 0.7 0.68
4 000 x 4 000 W 000 274 168 0.7 0.68

On request other dimensions
2 000 x 1 000 W 000 010 319 0.7 1.5 Price calculation using W 000 010 528 code

multiplied by the number of square meters

2 000 x 2 000 W 000 010 320 0.7 2.95
Per meter, width 1 000 mm, not hemmed: 

500 °C, VULCAIN up to 25 m W 000 010 498

peak at 600 °C blanket 3 000 x 2 000 W 000 010 321 0.7 4.35
Per meter, width 1 500 mm, not hemmed:
up to 25 m W 000 010 499

3 000 x 3 000 W 000 010 322 0.7 6.5
4 000 x 3 000 W 000 010 323 0.7 8.7
4 000 x 4 000 W 000 010 324 0.7 11.52
1 000 x 1 000 W 000 010 529 0.7 1.1
2 000 x 1 000 W 000 010 530 0.7 2.2

700 °C, VESUVIO
2 000 x 2 000 W 000 010 531 0.7 4.5

peak at 750 °C 3 000 x 2 000 W 000 010 532 0.7 6.5
3 000 x 3 000 W 000 010 533 0.7 9.8
4 000 x 3 000 W 000 010 534 0.7 1.3

1 000 x 1 000 W 000 010 325 1.6 1.2
On request per square meter
W 000 010 332

2 000 x 1 000 W 000 010 326 1.6 2.3
By meter, width 1 000 mm
not hemmed < 25 m W 000 010 500

750 °C, 2 000 x 2 000 W 000 010 327 1.6 4.6
By meter, width 1 500 mm not hemmed

peak at 900 °C
ETNA on request

3 000 x 2 000 W 000 010 328 1.6 6.8
3 000 x 3 000 W 000 010 329 1.6 10
4 000 x 3 000 W 000 010 330 1.6 13.4
4 000 x 4 000 W 000 010 331 1.6 17.9
1 000 x 2 000 W 000 274 170 1.6 1 Special flame 

1 000 °C SIRIUS
2 000 x 2 000 W 000 274 171 1.6 1

On request width 1 000 mm
not hemmed < 25 m W 000 274 174

2 000 x 3 000 W 000 274 172 1.6 1
3 000 x 3 000 W 000 274 173 1.6 1
1 000 x 900 W 000 010 535 1.3 1.1
2 000 x 900 W 000 010 536 1.3 2.2

1 000 °C,
STROMBOLI 2 000 x 1 800 W 000 010 537 1.3 4.3

peak at 1 200 °C
3 000 x 1 800 W 000 010 538 1.3 6.4
3 000 x 2 700 W 000 010 539 1.3 9.5

MO CERTIFICATE

Criterion: temperature level, except VULCAIN curtain for plasma or welding spatters and sparks
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Curtains and
heat resistant fabrics
Insulating products

This kind of product is used either to cool down parts 
in a controlled way or to protect people from hot
particles.

Temperature: 550 °C, peak at 600 °C.

Temperature: 550 °C, peak at 600 °C.

Temperature: 550 °C, peak at 600 °C     .

Prevent welders from injuries due to hot particles and/or offer
them a better and confortable welding position. Cushions are
filled with glass fibre.

Welding cushions

Cushions Thickness Catalogue n°

500 mm x 500 mm 80 mm W 000 010 541

1 000 mm x 1 000 mm 80 mm W 000 010 542

Specially designed for controlling cool down of just welded pipes.

They adapt to different diameters and size of the surrounded
parts.

Insulating sleeves

Insulating sleeves Diameter Catalogue n°

1 000 mm x 500 mm 280 mm W 000 010 543

1 500 mm x 500 mm 440 mm W 000 010 544

2 000 mm x 500 mm 610 mm W 000 010 545

Specially design for controling cooling down of just welded
parts.

Insulating blankets

Insulating blankets Thickness Catalogue n°

1 000 mm x 2 000 mm 30 mm W 000 010 546

2 000 mm x 2 000 mm 30 mm W 000 010 547

1 000 mm x 2 000 mm 60 mm W 000 010 548

2 000 mm x 2 000 mm 60 mm W 000 010 549

New finishing: - Stainless steel wire coated with Kevlar
- Seams strengthened
- Grid fabrics
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PROPHONIC range

Customer benefits:
• Very strong structure
• Very good sound proofing
• Easy mounting

Panels of 2 000 mm, 2 500 mm or 3 000 mm with 
512 mm or 1 012 mm width.
Bottom space is generally 150 mm for 2 000 mm and 
2 500 mm and without free space for 3 000 mm.
This modular system allows to compose welding booth
system providing a confortable protection against light
and noise in case of welding or grinding.

Sound
insulating walls

Thickness of the panel 50 mm.

Made with 7 sandwiched layers that guarantee
their efficiency:

�1 Perforated steel

�2 Wool and glass fibre

�3 Sound absorbing rock wool

�4 Steel

Panels and frames are painted with U.V. absorbing
green.

The panels are resistant to welding or grinding spatter.
They are non flammable.

They make your workshop safe and confortable.

Remark: for an independent mounting, the first panel needs two feet and an
extension. 3 000 mm height panel exists also on special request.

50 mm

�1 �2 �3 �4 �3 �2 �1

Technical characteristics Standard PROPHONIC elements construction

Designation
Catalogue n°

Height 2 000 mm Height 2 500 mm

1 Modular element 512 mm x 50 mm W 000 010 503 W 000 010 509

2 Modular element 1 012 mm x 50 mm W 000 010 504 W 000 010 510

3 Adjustable foot W 000 010 505 W 000 010 505

4
Extension for fitting extra foot

W 000 010 506 W 000 010 506on modular element

5
Joining pole for connecting 

W 000 010 507 W 000 010 513modular elements 90°

6 Rail support W 000 010 508 W 000 010 508

1

2

3

4

6 5

Panel's
height

150 mm

To order
see page 9-19
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Sound
insulating elements

Side and roof are made with 2 500 mm high PROPHONIC panels 
(see structure page 9-16) but only perforated inside. They have an
antipanic door inside.

On the roof, a 200 x 200 mm opening is provided to add a fume
extraction system.

An air intrance is also provided on the door. It’s necessary to allow 
300 m3h/people.

PROPHONIC gringing booth 
L. 2 130 mm x W. 3 140 mm x H. 2 552 mm
Catalogue n°: W 000 010 551
(transportation and mounting are not included)

PROPHONIC grinding booth 
L. 2 130 mm x W. 2 130 mm x H. 2 552 mm
Catalogue n°: W 000 010 550
(transportation and mounting are not included)

Dimensions
L x W x H (mm)

Single
door right

Double
door right Remarks

3.14 x 3.14 x 2,55 • -

4.10 x 3.14 x 2,55 - • Double door 4.10 m side

4.20 x 3.10 x 2,55 - • Double door 3.10 m side

4.20 x 4.10 x 2,55 - •

5.18 x 4.10 x 2,55 - • Double door 4.10 m side

5.10 x 4.20 x 2,55 - • Double door 5.10 m side

5.10 x 5.18 x 2,55 - •

6.28 x 5.10 x 2,55 - • Double door 5.10 m side

6.10 x 5.18 x 2,55 - • Double door 6.10 m side

6.28 x 6.10 x 2,55 - •

7.11 x 5.18 x 2,55 - • Double door 7.10 m side

Delivery time around 5 weeks.
Standard colour green RAL6011. Other colours on request.

L. 7 000 mm x W. 4 500 mm x H. 2 500 mm

L. 4 000 mm x W. 3 000 mm x H. 2 500 mm

Grinding booth
To order

see page 9-19
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Customer benefit:
The cheapest solution with a light structure

NEWPHONIC panels are made with standard elements having sound
absorbing function.

They are 50 mm thick with 2 layers of dust protection rockwool of
25 mm maintained between 2 perforated plates painted steel.

Standard elements  are 1 012 mm x 1 012 mm or 1 012 mm x 506 mm.

They are powder coated with U.V. absorbing green RAL 6011 and can
be supplied with or without space at the botttom.

Steel
partition panels To order

see page 9-19

Workshop with PROPHONIC boothes 

Grinding booth 4 000 x 3 000 mm
with opening roof 2 x (1 000 x 3 000 mm) Welding booth 2 000 x 2 000 mm

Grinding booth with air renewal from the ceiling

PROPHONIC examples

PROPHONIC boothes

Angle foot fiting

Front foot fitting
1012 x 1012 mm panel

512 x 1012 mm panel

Height assembling
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To order
see page 9-19

Partition
steel panels

TO ORDER

PROPHONIC

NEWPHONIC

STEEL MODULAR
PANELS

GRINDING BOOTH

Catalogue n°
Panel 512 mm x 50 mm x 2 000 mm W 000 010 503
Panel 1 012 mm x 50 mm x 2 000 mm W 000 010 504
Panel 512 mm x 50 mm x 2 500 mm W 000 010 510
Panel 1 012 mm x 50 mm x 2 500 mm W 000 010 509
Adjustable foot W 000 010 505
Extension W 000 010 506
Joining pole for 2 meter panel W 000 010 507
Joining pole for 2.5 meter panel W 000 010 513

Catalogue n°
Panel 460 mm x 1 960 mm W 000 010 302
Panel 960 mm x 1 960 mm W 000 010 303
Pole 50 mm x 50 mm x 2 250 mm W 000 010 194

Catalogue n°
2 130 mm x 2 130 mm x 2 552 mm W 000 010 550
2 130 mm x 3 140 mm x 2 552 mm W 000 010 551

Just calculate the m2 you need (taking into account the
standard width of 506 mm or 1 012 mm). 
The reference W 000 010 552 gives you a quotation without
transportation and mouting.

Welding boothes or work boothes can also be made with
WELDLINE modular steel panels. These panels can be painted
with any colour or galvanized. We advise against doing clear
painting or galvanized boothes for welding environment. 

These panels are designed for a very strong structure. Two widths
are possible 960 mm or 460 mm and a height of 1 960 mm.

They are fitted on  50 mm x 50 mm poles with a height of  2 250 mm,
and a footplate 200 mm x 200 mm x 5 mm. 

The height of the booths will be same than the poles (2 250 mm),
with a free space at the bottom to make the cleaning easier. The
booth can be equipped either with strips or curtains.

Panel
H. = 1 960 mm
l. = 460 mm

Pole 50 x 50
H. = 2 250 mm

Panel
H. = 1 960 mm
l. = 960 mm

Strips 300 mm x 2 mm
on swivel door
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TO ORDER

Width 2 000 mm, length 2 000 mm, height on the sides 2 000 mm,
on the middle 2 200 mm.

Canvas is made of white mat PVC (630 g/m2) certificated fire
resistant M2.

2 opening: one on front, one on the back closed with eyelets and
staps.

All around a protection of 200 mm provides a full isolation against
bad weather. The structure is made of galvanized tubes of 25 mm.

PVC plates 3 mm width. Comply with with EN 1598.

Orange CE - Protection against welding light transmission.

Exist in 2 050 mm x 1 250 mm x 3 mm 
1 025 mm x 1 250 mm x 3 mm
made to measure

+ product:

• Self extinguishing canvas
certificated M2.

• Resistant structure.

• Height of 2 200 mm in the middle.

• Good isolation.

Welding tents

Impact plates

EN 1598

Catalogue n°
Canvas W 000 274 366
Structure W 000 274 367

M2 CERTIFICATE

ON REQUEST*

* Means items defined but not
on stock. Normal delivery 2 weeks

Catalogue n°
2 050 mm x 1 250 mm x 3 mm W 000 274 744
1 025 mm x 1 250 mm x 3 mm W 000 274 745




